MANOMETER VALVE
TYPE 249

CHARACTERISTIC:
Diameter - 4 mm;
Pressure - 420 bar for temperature 20°C;
Temperature - up to 560°C;
Medium - water, steam and other non-toxic, non-aggressive media.
VERSIONS: type / ends / body material / disc and disc ring / others
Example: 249 | A [ -] === |---

Ends Sign Body material Sign Disc and disc rings Sign | |Others Sign
Standard-threaded --- (P250GH) C 22.8 --- Standard --- ---

13CrMo4-5 A

APPLICATION:
The manometer valves are designed to connect the working or control-manometer to a
pipeline in any time.
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MATERIALS:

Versions Standard A
Parts Twax 450°C Twax 560°C
P250GH) C22.8 13CrMo4-5

Body , bonnet ( (1 .04230) (1.7335)
Seat ring G 18 8 Mn (1.4370)
Stem, disc X17CrNi16-2 (1.4057)
Packing rings Grafit
Wheel Cast iron

Special materials on request; modifications reserved.

TECHNICAL DATA:

Maximal working pressure at working temperature

PN
Body material 20°C | 100°C | 150°C | 200°C | 250°C | 300°C | 350°C | 400°C | 450°C | 480°C | 500°C | 520°C | 530°C | 540°C | 550°C | 560°C | 570°C

bar

(P250GH)C 22.8
(1.0460) 420
13CrMo4-5
(1,7335) 420

420,0 | 389,9 | 370,0 | 349,9 | 320,0 | 289,9 | 270,0 | 249,9 | 137,9

420,0 | 420,0 | 420,0 | 420,0 | 420,0 | 417,9 | 399,9 | 380,0 | 359,9 | 308,3 | 273,9 | 188,0 | 1559 | 121,9 | 1009 | 79,9 | 658

MOUNTING AND OPERATING:

The valve can only be mounted and operated by skilled, properly trained and qualified personnel.
Incorrect assembly or operation of the valve may have substantial impact on the entire system such
as fluid leakage, reduction in system’s function etc.

Before a valve is installed the pipeline must be clean from any mechanical impurities. The
compatibility of critical parameters of the flow must be checked with the parameters of the valve. Stop
globe valve can be mounted to a pipe-line in any position. The direction of flow should only comply
with the arrow marked on the body. The valve should be operated strictly with its assign.

IMPORTANT.
Before the test steam gauge is installed the valve must be closed.
In order to provide valve’s reliability the following suggestions must be observed:

¢ medium flowing through the valve is supposed to be clean out of any mechanical impurities;
e the valve must be protected from any mechanical damages during its work;
¢ nominal parameters marked on the valve must be observed.

The manufacturer can change the construction.

Valves are designed according to PN-82/M-42300.

The producer reserves the rights to change the content and the form of this catalogue card without notification
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